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BMW Z3 Roadster Roll Bars & Wind Deflector 

        
 

What’s in the box: 

  
Chrom Bars Part No: WTP00B09   Wind Deflector Part No: 05.31.01.01

  

Black Bars Part No: WTP00B21 
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PLEASE NOTE 

Once you have installed the roadster bars you no longer have access to the centre storage 

compartment.  

STEP 1  

Open the top and fold both seats forward. Remove the round cover that sits above the seatbelt.  

    
 

STEP 2  

If there is plastic insulation material inside this needs to be removed. If there not material inside 

continue to STEP 4.  

    

STEP 3 

Remove the plastic cover of the seatbelt by removing all screws that hold. Remove the insulation. 
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STEP 4 

Reinstall the covers and enlarge the holes in the cover preferably with a Dremel Multi Tool but a 

sharp knife will do as well. The hole needs to be large enough for a tight fit of the roadster bar 

brackets.    

    

STEP  5  

Install both brackets by tightening the bolt on top of the bracket with a 13mm wrench. This way the 

bracket will expend and fixate in the tube that is present in the car. Make sure position of the holes 

in the brackets line up with holes in the bar.  

    

STEP 6 

Install the bar to the brackets using a 5mm Allen key. 
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STEP 7  

Install the wind deflector to the bars using the supplied bolts. Tighten the bolt with a 10mm wrench 

and install the plastic cap to cover the bolt.  

  

 
 

PLEASE NOTE  

These bars have been TÜV approved but they have not been crash tested and are not a safety device.  
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